
Field Name 

Mandator 
y/Optiona 

l 

Definition Type 

Note: 
the 
following 
text, all 
valids/opt 
ions 
appear in 
bold text. 

CollectionL Mandatory Provide Co varchar(80) 

CollectionS Mandatory Collection S char(8) 

CollVersion Mandatory Provide Co char(10) 

CollGranFla Mandatory designate 
whether it 
is a 
collection 
or granule 
level PSA: 
Options: 
COLL/GR 
AN; COLL 
= 
"collection 
" and 
GRAN = 
"granule" 

char(4) 

In 



PSAProposMandatory (1.) < = 40 varchar(40) 
Character 
s (2.) No 
spaces, 
Leading 
Numbers 
(3.) Any 
combinati 
on of 
Upper/Lo 
wer case 
(4.) May 
use 
following 
prefixes to 
aid the 
client: QA 
= Quality 
attribute, 
SP = 
Spatial 
(5.) Use 
standard 
abbreviati 
ons to 
keep 
within 
length 
limit: 



(e.g. 
latitude = 
Lat, First = 
1st) 
examples: 
1. 
BAD_PIX 
EL_SWIR 
becomes 
QABadPix 
elSWIR 
2. 
Scan End 
Latitude 
(granule 
corner) 
becomes 
SP1stSca 
nEndLatG 
ranuleCor 
ner 
BAND1_G 
AIN_F1 
(=Sensor 
Characteri 
stic) 

PSADescri Mandatory Text descri varchar(255) 

More 

First 

3. 



PSAType Mandatory One of the varchar(30) 
four 
categories 
: Sensor 
Character 
istic, 
Instrume 
nt 
Character 
istic, 
Platform 
Character 
istic, 
Additiona 
l Attribute 
(e.g. 
Collection 
or Granule 
level); 
ECS team 
will assign 
this value 
if left 
blank. 

PSADataTyMandatory Select one char(10) 
of the 
valid 
datatypes: 
int, 
varchar, 
float, 
datetime, 
date, 
time; 
(note: 
definition 
occurs 
below with 
the 
DataType 
definition) 



Examples: 
"int" for 
ASCII 
whole 
number, 
"float" for 
an ASCII 
number 
with a 
fractional 
part, 
"varchar" 
for any 
ASCII 
string of 
variable 
length 
values, 
"datetime" 
for 
combined 
date and 
time 
values, 
"date" for 
date only, 
and "time" 
for time 
stamps. 



When 
submitting 
the values 
for this 
attribute in 
the actual 
data, the 
following 
conventio 
ns for the 
formats 
need to be 
observed: 
The 
following 
are the 
ECS 
formats 
for "date": 
Calendar 
Date 
Format 
YYYY-MM-
DD 
Ordinal 
Date 
Format 
YYYY-
DOY 



The year 
YYYY can 
be either 
Anno 
Domini 
(i.e., 
1990). or 
nothing. 
ODL 
permits 
YY where 
the 
century is 
assumed, 
but we 
have a 
Y2000 
requireme 
nt to use 4-
digit 
years. 

The 
month MM 
must be a 
number 
between 1 
and 12. 
The day of 
month DD 
must be a 
number in 
the range 
1 to 31, as 
appropriat 
e for the 
particular 
month and 
year. 



The day-of-
year DOY 
must be in 
the range 
1 to 365, 
or 366 in a 
leap year. 

The 
following 
are the 
ECS 
formats 
for "time": 

Coordinat 
ed 
Universal 
Time 
(UTC) 
hh:mm:ss. 
ssssss or 

hh:mm:ss. 
ssssssZ 
where the 
following 
rules 
apply to 
time 
values: 



Hours hh 
must be in 
the range 
0 to 23. 
Minutes 
mm must 
be in the 
range 0 to 
59. 
Seconds 
ss.ssssss 
must be 
greater 
than or 
equal to 0 
and less 
than 60. 

Seconds 
ss.ssssss 
must be 
greater 
than or 
equal to 0 
and less 
than 60. 
The 
decimal 
point is 
optional if 
no fraction 
of 
seconds is 
specified. 



Ordinal 
Date 
Format/U 
CT YYYY-
DOYThh: 
mm:ss.ss 
ssss or 
YYYY-
DOYThh: 
mm:ss.ss 
ssssZ 
where the 
symbol "T" 
is used to 
separate 
the date 
and time 
parts of 
the 
combined 
represent 
ation. 

The 
following 
are the 
ECS 
formats 
for 
datetime: 
Calendar 
Date 
Format/U 
CT: 

YYY 
Y-MM-
DDThh:m 
m:ss.ssss 
ss 
or 
YYYY-MM-
DDThh:m 
m:ss.ssss 
ssZ 



Ordinal 
Date 
Format/U 
CT: 

YYY 
Y-
DOYThh: 
mm:ss.ss 
ssss 
or 
YYYY-
DOYThh: 
mm:ss.ss 
ssssZ 
where the 
symbol "T" 
is used to 
separate 
the date 
and time 
parts of 
the 
combined 
represent 
ation. 

PSASource Mandatory Document 
number or 
name of 
Instrument 
Team 
from 
which the 
PSA came 

varchar(255) 



ValidValue Mandatory Indicate if 
there are 
value(s) in 
the 
'domain 
set' for the 
attribute; 
Options -
YES 
(indicates 
the 
presence 
of Valids), 
NO 
(Indicate 
absence); 
If this flag 
indicate 
"YES" 
then valid 
value(s) , 
ValidValue 
and 
ValueDes 
cription 
should be 
provided 
for PSA. 

char(3) 



DataLength Optional Include 
length as 
the 
numeric 
value of 
the 
maximum 
length of 
the actual 
value. 
example, 
if the 
value is 
"Cloud 
Color 
Green" 
then the 
DataLengt 
h would 
be 17 
including 
the blank 
spaces. 

varchar(15) 

"-" may 
be added 
as a prefix 
where a 
signed 
numeric 
value is 
represent 
ed. 

AuthorNam Mandatory Name of 
the liasion 
of 
Instrument 
Team who 
submitted 
the PSA to 
ECS team 

varchar(50) 

SubmitDate Date on the PSA data were submitted to ECS team 

For 



PSAUnitsO Optional The 
standard 
units of 
measurem 
ent for a 
non-core 
attribute. 
For 
example 
AVHRR: 
Units of 
Geophysic 
al 
Parameter 
= Units of 
Geophysic 
al 
Parameter 
. 

varchar(20) 

PSAValueA Optional An 
estimate 
of the 
accuracy 
of the 
assignme 
nt of 
attribute 
value, i.e. 
AVHRR: 
Measurem 
ent Error. 
This can 
be 
specified 
in percent 
or the 
units with 
which the 
parameter 
is 
measured. 

varchar(30) 



ValueAccu Optional This 
defines 
the 
method 
used for 
determinin 
g the 
Value 
Accuracy 
that is 
given for 
this non 
core 
attribute. 

varchar(255) 

Measureme Optional This attribu varchar(30) 
MinValue Optional Minimum a varchar(15) 
MaxValue Optional Maximum a varchar(15) 

ValidValue Mandatory 
, if Flag is 
"YES" 

Include all 
Valids 
associate 
d with 
PSA if the 
ValidValue 
Flag has 
been set 
to "YES" 
in the 
ValidValue 
template 

varchar(255) 

ValueDesc Mandatory 
, if Flag is 
"YES" 

Text descri varchar(255) 


